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1 Safety 


Glossary of symbols 


> provides further instructions 


> calls on you to act 


O listings 


This part of the operating instructions 


O explains the meaning and use of the warning notes included in these operating instructions, 
O specifies the intended use of the dust extraction system, 


O points out the dangers that might arise for you or others if these instructions are not 
observed, 


O informs you about how to avoid dangers. 
In addition to these operating instructions, please observe 


O the applicable laws and regulations, 
O the statutory provisions for accident prevention, 


Always keep the documentation near the dust extraction system. 


INFORMATION 


If you are unable to rectify an issue using these operating instructions, please contact us for Es] 
advice: ZA 


Optimum Maschinen Germany GmbH 
Dr. -Robert-Pfleger-Str. 26 


D-96103 Hallstadt 
Email:  info@optimum-maschinen.de 


1.1 Safety instructions (warning notes) 


1.1.1 Classification of hazards 


We classify the safety warnings into different categories. The table below gives an overview of 
the classification of symbols (ideogram) and the warning signs for each specific danger and its 
(possible) consequences. 


Symbol Alarm expression Definition / consequence 
DANGER! Impending danger that will cause serious injury or death to peo- 
i ple. 

WARNING! A danger that can cause serious injury or death. E 
Z 
Dangerous or unsafe practices that could result in personal injury El 
CAUTION! or damage to property. 3 
5 
© 
o 
Situation that could lead to damage to the dust extraction system | = 
and connected machines, as well as other damage. a 
© ATTENTION! No risk of injury to persons. 8 
Š 
2 
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Symbol Alarm expression Definition / consequence 


Practical tips and other important or useful information and notes. 
No dangerous or harmful consequences for people or objects. 
Information 


In case of specific dangers, we replace the pictogram with 


> 


A y 


general danger with a warning of injury to hands, hazardous rotating parts. 
electrical voltage, 


A A 


Warning: danger of Warning: risk of stumbling! 
slipping! 


1.1.2 Other pictograms 


Warning: biological hazard! Warning: suspended loads! 


O 0 


Prohibited: do not extract Read the operating Wear protective gloves! Protect the environment! 
and ignition sources! instructions before 
commissioning! 


2 


1.2 Intended use 


The dust extraction unit can only be used as an optional accessory for the surface grinding 
machines GT22, GT25, GT30, GT40 from Optimum Maschinen Germany GmbH. The dust 
extraction system is used to extract the dust produced during surface grinding. 


The use of the extraction system during machining with non-water-miscible or water-miscible 
cooling lubricants or grinding fluids is prohibited. The unit is not suitable for holding mixtures of 
combustible dusts or liquids. Extracted moist dusts accumulate on the fan, lead to imbalance, 
deposits in extraction pipes and deposits in the collection container. 


1.3 Avoidance of misapplication 


The grinding dust extraction unit must be used and operated in the manner and under the con- 
ditions specified in this documentation. Only under these conditions can their function be guar- 
anteed and any danger to man and material during adjustment and repair work be excluded. 
Optimum Maschinen Germany GmbH cannot accept any guarantee for damage caused by 
non-observance of these instructions or by improper procedures. 


3112015_3112016_EN.fm 


The extraction unit must only be installed and operated in a dry and well-ventilated areas. 
The defined conditions of use and performance data must not be changed. 
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The extraction unit must not be converted or otherwise modified without consulting the manu- 
facturer. 


The vent air connection should be connected to an existing operational extraction system or led 
outside via a separate connection. Returning the exhaust air directly back into the same room is 
not recommended. Ensure that there is a sufficient supply of fresh air. 


1.4 Declaration of incorporation by the manufacturer 

according to the provisions of the Machinery Directive (MRL2006/42/EC, Annex II, 1B), Electri- 
cal Equipment Directive (2006/95/EC) and Electromagnetic Compatibility Directive (2004/108/ 
EC) 

Optimum Maschinen Germany GmbH, Dr.-Robert-Pfleger-Str. 26, D - 96103 Hallstadt 


declares under its sole responsibility that the machine part of dust extraction system to which 
the declaration refers is in conformity with the following standard(s) or normative document(s) 


DIN EN 60204-1:2019-06;VDE 0113-1:2019-06 

Safety of machinery - Electrical equipment of machines - Part 1: General requirements 

The special technical documents according to Annex VII Part B have been compiled. The 
authorised representative for compiling the technical documents undertakes to hand over the 
documents on well-founded request to the bodies of the individual state. The hand over is done 
by post in paper format or on electronic medium. 

The commissioning of the product is prohibited for as long as it has been established that the 


incomplete machine in which the aforementioned product is installed corresponds to all the 
requirements of the machinery directive. 


2 Maintenance and cleaning 


The grinding dust extraction system is largely maintenance-free. Lubrication or oiling of compo- 
nents is not necessary. 


The dust container must be emptied regularly according to the operator's experience. The inte- 
rior can be cleaned by dismantling the extraction fan. The cleaning interval by dismantling the 
extraction fan and cleaning the interior is subject to the operator's empirical values. 


Observe the safety instructions before starting maintenance and servicing work on your sur- 
face grinding machine. 
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3 Technical specifications 


Drive motor 


N 


Extraction fan 


Suction 
i i connection 
[e] 
8 
Vent 
© Cleaning opening 
Dust container 
t 
570 
[e] 
3 
Extraction fan speed 2800 rpm 
Sound pressure level 63 dB (A) 
Drive power of the extraction fan 0.37 kW three-phase motor 
Extraction rate 240 m? /h 
$ Vent size Ø 70mm 
ul 
© Suction connection size @ 60mm 
N 
5 Net weight 55kg 
ite) 
8 
a 
S 
S 
E 
2 
2 
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